Productivity Color Monitor 


21" (19.7" Viewable) 21° DiamondTron™ 


Up to 1600 x 1200 Resolution technology lets you see the 


-28mm Aperature Grill Dot Pitch 


big picture. A creative 


professional's productivity 


dream. Work effortlessly 


on two-page spreads at 


actual size. Resolutions to 


1600 x 1200. Ideal 


wherever creative vision, 


razor-sharp images and 


deadlines meet. 


DESIGNED for è 72 
PCIE radus 


www.mirodisplays.com 


radus 


XL-2 PROFESSIONAL PRODUCTIVITY COLOR MONITOR 


SPECIFICATIONS 
CRT 21° (19.7° viewable) USER CONTROLS 
Mitsubishi DiamondTron™ 
e Contrast 
Dot Pitch .28 Aperture Grille e Brightness 


Scanning Frequency 


Max Resolution 


Input Sync 


Signal Connector 


Power Supply 


Power Consumption 


Environmental Range 
(Operating) 


Pixel Rate/Bandwidth 


Dimensions (WxDxH) 


Weight 


Horizontal: 30kHz-108kHz 
Vertical: 50 Hz-152Hz 


1600 x 1200 


Sync. On Green or separate H, V sync. 


or composite sync. 


HDB15M (PC) 
DB15M-HDB15F Adapter (Mac) 
5 BNC Connectors 


100-240 Vac @ 50/60Hz 
Nutek & EPA Energy Star compliant 
VESA DPMS compatible 


On Mode: 180W Standby: 15W 
Suspend: <15W Off Mode: <8W 


41 to 95 deg. F (5 to 35 deg. C) 
10%-90% humidity (noncondensing) 


180MHz 


19.7 x 19.6" x 20.0" 
500mm x 497mm x 507mm 


Net: 79.5 Ibs. (36 kg) 
Gross: 91.0 Ibs. (41 kg) 


e Connector Select 
e H. Position 

e H. Size 

e V. Position 

e V. Size 

e Pincushion 

e PCC-Phase 

e Pin Balance 

e Key Balance 

e Rotation 

e H-Static 

e Color Control 

e Power Save 

e Moiré Clear 

e Moiré Clear Level 
e Center PCC 

e Corner PCC 

e Bottom PCC 

e Top Balance 

e PCC Sine 

e Clamp Pulse Position 
e Purity 

e Video Level 


REGULATORY APPROVALS 


UL, CSA, CE, FCC-B, DHHS, TCO '95, NUTEK, 
EPA Energy Star, VESA DPMS 


FEATURES 


Multi-scanning between 30kHz and 108kHz 

21° (19.7° viewable) Mitsubishi DiamondTron™ tube 
Enhanced Brightness/Contrast, Moiré & Doming 
0.28 Aperture Grille dot pitch 

Preset timing for PC and Mac 


Advanced-Focus P-NX DBF (Dynamic Beam Focusing) 
Electron Gun 


Serial Interface 
Overscan capability for increased viewable area 


Compatible w/standard IBM VGA, extended VGA, superVGA, 
IBM XGA, SBA/2 & VESA ergonomic standards 


Windows 95 & 98 Plug & Play (VESA DDC1/2B) 
Compatible w/Apple Centris, Quadra & Power Mac 
Universal Power Supply 

Tilt-and-swivel base 

TCO '95 compliant 

NUTEK and EPA Energy Star compliant power saving 


VESA Display Power Management Signaling (DPMS) compatible 


miro displays, inc. ° 1981 Landings Drive e Moutain View ° CA 94043 


888 ° 647 © 6462 


RESOLUTION 

Mode Screen Refresh Rate 
640 x 480 up to 160Hz 
800 x 600 up to 153Hz 
1024 x 768 up to 118Hz 
1280 x 1024 up to 88Hz 
1600 x 1200 up to 77Hz 


DESIGNED for 
PCéMlac 


www.mirodisplays.com 


Radius is a registered trademark of miro displays, inc. All products and brand names are registered trademarks of their respective companies. Specifications subject to change without prior notice. 


